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High Quality 50m/roll 3 years Warranty IP66 Waterproof 110v 220VFlicker-free
Triac Dimmable 96leds 2835 LED Strip Light

Product Features:

●96pcs led./m /AC230V IP66/67/68 /12mm
●Silicone extrusion, environmental protection, anti-UV,anti-aging. Anti-yellowing safe and stable
structure design
●IC Design,Fuse No need rectifier 230Vac LED strip, cascaded up t 50 meters,100m per roll, 10m,
20m... short lengths are also available
●Lower watts at same brightness energy saving,12W,1200lm for 4000K
●Good color consistency,always 1bin.
●LEDs 99 99% golden wire and copper support, super bright LEDs, stable and reliable
●IP grade.lP66/IP67/IP68
●Power factor>0.9

Product Dimension:
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Application：

1. Apply to high-grade interior decorative lighting. 2. Decorative lighting for the corridor of KTV, bar,etc. 3.

Decorative lighting for buildings which has irregular outline, park, bridge, market and amusement park, etc.

4. Decorative lighting for party, commercial performance, ballroom and stage, etc. 5. Apply to light up and

beautify the advertising wall, signboard and other areas.
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Product Specifications:

Order code Qty.LEDs
(pcs/m)

Power
(w/m)

Typ.Flux
(lm/m)

Min .
Cutting
(mm)

Input
Voltage
(V)

Gross
weight
(kgs/roll)

Max
Length
when
power
on one
end

Max
Length
when
power
on both
end

LS2835E96
M50CF-230V

96 13 1250-1470 125 AC
200-240V

5.5 50 100

LS2835E96
M50CF-120V

96 13 1080-1350 125 AC
100-130V

5.5 25 50

Available voltages Availabl
e colors

AC230V
AC110V

2700k
3000k
4000k
5000k
6000k

Basic Parameter:
Size 5000x12.4x4.2mm

Input Voltage AC200-240V 50Hz\60Hz

Input Current AC230V 0.052A/1m & 2.609A/50M

Typical Power AC230V 12W/1m & 580.64W/50m

Max. Power AC230V 12W

Bend Diameter >60mm

Copper Foil 2Oz

LED Distance 10.41mm

Min Cutting Length 12leds/12.5cm
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Weight/m: 80g

Storge Temperature -25 - +60°C

Ambient Working Temperature -25 - +50°C

IP Rate IP67(uncut),void if cut

Photo-electric Parameters

CRI CCT LM/m LM/w Energy Efficiency Class
> 80 2700K 948 78 G

2950K 1204 94 F
4000K 1200 100 F
5700K 1254 104 F

LEDLE

Product Colors available:

Product Installation:(Outdoor& Triac dimming wiring)
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Plug&play Connector&plug
available upon request
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Product Profile

Product IP Grade

IP66:Extrusion tube / ~7% less output and 3th best color consistency, max length is 50 meters., ~3% less

output and 2nd best color consistency, Indoor use or semi-outdoor use, for raining environments.,

IP67: half Solid silicone extrusion, ~7% less output and 4th best color consistency, outdoor use, max length up

to 50 meters.

Product Packing

16*14mm
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Product Presentation

LS2835E96M50C4-230V

3pcs in a mater carton


